GENERAL
1. LEVELS ARE REDUCED FROM AH.D.
2. THIS DRAWING SHALL BE READ IN CONJUNCTION WITH ALL DRAWINGS AND THE SPECIFICATION.
3. DESIGN LEVELS SHOWN SHALL BE ON THE FINISHED SURFACE, UNLESS OTHERWISE NOTED.

EARTHWORKS

1. THE CONTRACTOR SHALL LIMIT THE MOVEMENT OF EQUIPMENT AND MANPOWER TO THE MINIMUM
AREA NECESSARY AND PROTECT ALL VEGETATION ON SITE.

2.2, THE CONTRACTOR SHALL CUT AND FILL THE SITE AS SPECIFIED.

2.3. FOR DESIGN DETAILS OF EARTHWORKS WITHIN THE ROAD RESERVES REFER TO THE

LONGITUDINAL DRAWINGS.

3. DUST CONTROL
3.1. THE CONTRACTOR SHALL ALLOW FOR DUST CONTROL MEASURES AS SPECIFIED.

4. STABILISATION
4.1. THE COMPLETED SURFACE SHALL BE STABILISED BY DUSTEX.

5. TOPSOIL
5.1. THE CONTRACTOR SHALL CLEAR ALL VEGETATION FROM ENTIRE WORKS AREA
AND REMOVE OFFSITE.

5.2. THE CONTRACTOR SHALL REMOVE TOPSOIL FROM WORKS AREA TO BE DISTURBED.
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